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Specifications/& ;£ (Remark)
1-#8F (MATERIAL)
it : PA9T+30%G.F UL94V-0, Fifa: 2
Housing:PA9T+30%G.F UL94V-0,Color:Black
U754t 24R/(RK30UMIN/ R $E£0.8U"MIN
Contact: Brass/0.8U’"MIN GOLD PLATING
OVER ALL 30u”MIN NICKEL UNDERPLATING
OVER ALL
2-%F14% Ao:mﬂmoﬁmzm:omv
ZMERM: 0.75 AMP
Raring Current:0.75 AMP .
FEAmPEL: 20MQ MAX.
Contact Resistance:20MQ MAX .
¢ 5%BEHT: 1000MQMIN.
Insulating Resistance:1000MQMIN.
MEE: AC 500V.
E_ﬁ:mﬁmza_:@ Voltage:AC 500V.
SELE: 40E E+105F
Temperture Range: -40Cto +105C
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DESCRIPTION.

J
0.30 SQ —11.00
1.00XNo.of Contacts/2-1.00x0.2

1.00XNo.of Positionsx0.22

Dimension ontitheses list
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SHENZHEN LINFENYING ELECTRONIC CO.LTD

II CHECKED TITLE:
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II TOLERANCES ARE |10~30 | +0.20 ANGLE | UNIT: mm

CHANGE.| CHECK.| APPRO. SRS £2° |pRAWING NO.
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